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modification, the landfill remains sub-
ject to this subpart.] 

(2) When an increase in the maximum 
design capacity of a landfill with an 
initial design capacity less than 2.5 
million megagrams or 2.5 million cubic 
meters results in a revised maximum 
design capacity equal to or greater 
than 2.5 million megagrams and 2.5 
million cubic meters, the owner or op-
erator shall comply with paragraph (e) 
of this section. 

(e) For approval, a State plan shall 
require each owner or operator of an 
MSW landfill having a design capacity 
equal to or greater than 2.5 million 
megagrams and 2.5 million cubic me-
ters to either install a collection and 
control system as provided in para-
graph (b) of this section and 
§ 60.752(b)(2) of subpart WWW or cal-
culate an initial NMOC emission rate 
for the landfill using the procedures 
specified in § 60.34c of this subpart and 
§ 60.754 of subpart WWW. The NMOC 
emission rate shall be recalculated an-
nually, except as provided in 
§ 60.757(b)(1)(ii) of subpart WWW. 

(1) If the calculated NMOC emission 
rate is less than 50 megagrams per 
year, the owner or operator shall: 

(i) Submit an annual emission report, 
except as provided for in 
§ 60.757(b)(1)(ii); and 

(ii) Recalculate the NMOC emission 
rate annually using the procedures 
specified in § 60.754(a)(1) of subpart 
WWW until such time as the calculated 
NMOC emission rate is equal to or 
greater than 50 megagrams per year, or 
the landfill is closed. 

(2)(i) If the NMOC emission rate, 
upon initial calculation or annual re-
calculation required in paragraph 
(e)(1)(ii) of this section, is equal to or 
greater than 50 megagrams per year, 
the owner or operator shall install a 
collection and control system as pro-
vided in paragraph (b) of this section 
and § 60.752(b)(2) of subpart WWW. 

(ii) If the landfill is permanently 
closed, a closure notification shall be 
submitted to the Administrator as pro-
vided in § 60.35c of this subpart and 
§ 60.757(d) of subpart WWW. 

[61 FR 9919, Mar. 12, 1996, as amended at 63 
FR 32750, June 16, 1998; 64 FR 9261, Feb. 24, 
1999] 

§ 60.34c Test methods and procedures. 
For approval, a State plan shall in-

clude provisions for: the calculation of 
the landfill NMOC emission rate listed 
in § 60.754, as applicable, to determine 
whether the landfill meets the condi-
tion in § 60.33c(a)(3); the operational 
standards in § 60.753; the compliance 
provisions in § 60.755; and the moni-
toring provisions in § 60.756. 

§ 60.35c Reporting and recordkeeping 
guidelines. 

For approval, a State plan shall in-
clude the recordkeeping and reporting 
provisions listed in §§ 60.757 and 60.758, 
as applicable, except as provided under 
§ 60.24. 

(a) For existing MSW landfills sub-
ject to this subpart the initial design 
capacity report shall be submitted no 
later than 90 days after the effective 
date of EPA approval of the State’s 
plan under section 111(d) of the Act. 

(b) For existing MSW landfills cov-
ered by this subpart with a design ca-
pacity equal to or greater than 2.5 mil-
lion megagrams and 2.5 million cubic 
meters, the initial NMOC emission rate 
report shall be submitted no later than 
90 days after the effective date of EPA 
approval of the State’s plan under sec-
tion 111(d) of the Act. 

[61 FR 9919, Mar. 12, 1996, as amended at 64 
FR 9262, Feb. 24, 1999] 

§ 60.36c Compliance times. 
(a) Except as provided for under para-

graph (b) of this section, planning, 
awarding of contracts, and installation 
of MSW landfill air emission collection 
and control equipment capable of 
meeting the emission guidelines estab-
lished under § 60.33c shall be accom-
plished within 30 months after the date 
the initial NMOC emission rate report 
shows NMOC emissions equal or exceed 
50 megagrams per year. 

(b) For each existing MSW landfill 
meeting the conditions in § 60.33c(a)(1) 
and § 60.33c(a)(2) whose NMOC emission 
rate is less than 50 megagrams per year 
on the effective date of the State emis-
sion standard, installation of collec-
tion and control systems capable of 
meeting emission guidelines in § 60.33c 
shall be accomplished within 30 months 
of the date when the condition in 
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